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OPERATOR MANUAL
FOR

VOCAL ANNQUNCEMENT TEST SYSTEM
(V.AT.S.)

IPCS LD-2 SERIES MODEL NO. VATS-001B

Quick operations reference and diagnostics.

For complete schematics and manual refer to the full red-book-
technical manual included with your V.A.LS. unit.

This manual provides instructions intended for the operation of the IPCS VOCAL ANNOUNCEMENT
TEST SYSTEM model no. VATS-001B. This manual is not to be reproduced without written consent of
IPCS Corp. All information contained herein applies to all LD-2 models unless otherwise specified.

IPCS INTERNATIONAL PRISON CONTROL SYSTEMS CORP.
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VATS-001B LD-2

SPECIFICATIONS

UNIT: VOCAL ANNOUNCEMENT TEST SYSTEM
MODEL NO: VATS-001B LD-2

SIZE: 62"H x 37"W x 27'D

WEIGHT: 3871bs

WEIGHT CRATED: 4151bs

POWER: 230v 4.5A

SERIAL NO: ﬁ( H ) ) ]2 Z

DATE: NOY 05 1979

%

VATS-001B (LD-2 Shown)



ASSEMBLY

Assembly of the V.A.L.S. unit should be performed under the guidance of a qualified IPCS technician.

VATS-001B LD-2

Unsupervised assembly will invalidate your IPC3 warranty.

(1) STEP ONE
Remove the V.A.T.S. unit from the packaging materiél.

(2) STEP TWO
Place upright in stable location.

(3) STEP THREE

Attach com-1link cable and connect power source.

(4) STEP FOUR

Observe status light indicators and startup sequence.

(5) STEP FIVE

Insert V.A.T.S. test Tape Cartridge.
(up to Three (3) cartridges may be inserted into LD-2 models)

(6) STEP SIX

Upon final startup apply automation encouragement hammer to chassis.
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MAINTENANCE

Frequent scheduled service of your V.A.T.S. unit is required for optimal operation. Clean the exterior of the
unit weekly with a hypo-allergenic paraben—-free, free range and vegan cloth and fresh de-ionized
reverse-spun radical free water. In addition, adherence to the below maintenance schedule is mandatory.

— @

V.A.T.S. MAINTENANCE SCHEDULE: : FREQUENCY
1= RETHOD "E™ PLASTIC PGLISH APPLICATION: . ovsvinvvmienv s es srvns MONTHLY
2 = HIGH VISCOCITY PETROLEUM LUBRICANT ..cvvvvninnniiiirienenneannes BI-MONTHLY
3 - AUTOMATION ENCOURAGEMENT HAMMER .. ... ..o iiiiiiinnnnns DAILY AS NEEDED

VATS-001B LD-2 4




DIAGNOSTIC'ANDICATORS
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The LED Status Indicators.display the power and computational status of the V.A.T.S. unit. Ny
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LOGIC BOARD CONTROLLER

VAIOC-PCB02

* assssan

. IL.sL_ ALY

L mB.— sed @

.
* sssssnssnainre

LR

=
sassanns

Pacrmil
l

.-ccuc Ll

IR TN

sessrmss

"E

+ sesecnsssessiei Baesaesess B

[TTTRTRRYT)

..u“ﬁ

ap’ o

sssssssunse

»Dpln.m".ﬂu

lacccucar-

= LESTFL

Bessensend

-.-.--.-

VOCAL ANNOUNCEMENT INPUT QUTPUT CONTROLLER (VAIOC-FCBO2)

TEST RESULT

.
A

INPUT

A/B

NOTE: THIS DIAGRAM APPLIES TO LD-2 SERTES CONTROLLER.

REFER TO UNIT SPECIFIC SCHEMATIC FOR LD-15ERIES CONTROLLER.

WARNING: VAIOC-PCBU2 for LD=2 units ONLY. Installation of VAIOC-PCBOZ into LD-1models

may result in activation of the thermal self detonation deviee.
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TROUBLE SHOOTING

MANUAL ENCOURAGEMENT

Manual encouragement may be necessary for fault resolution.
The following faults may be resolved by the operator:

fault resolution
LOW OR NO VOLUME APPLY AUTOMATION ENCOURAGEMENT HAMMER
SLOW TAPE CARTRIDGE TRACK _SELECTION APPLY AUTOMATION ENCOURAGEMENT HAMMER

INTERMITTENT STATUS INDICATOR LIGHT

REPETITION OF TEST ANNOUNCEMENTS
PROFESSED LOVE FROM V.A.T.S. UNIT

TEST CODES

The V.A.T.S LD-2. supports 64 programmable operator codes. Three (3) of these codes are referenced as
system test indices from the factory. The following codes can be used to test the functionality of

the V.A.T.S. system and logic board controller.

FACTORY DEFAULT TEST CODES

Message index Code

TEST MESSAGE 01 A=A=>B-B~A-A
TEST MESSAGE 02 B-A-A-A-A-B
TEST MESSAGE 03 B-B-B-A-B-A

WARNING: Upon fault detection only factory default test codes are recognized. Any input other than
the factory de__i_'ault test codes will disable user controls.

VATS-001B LD-2



SERVICE

A full list of service suppliers can be located in the full red-book technical manual included with
your V.A.T.S. unit. For additional service contact the eentral IPCS service location to assist you in the

purchase of a new unit.

PARTS ORDERING

Standard components and special components used in the V.A.T.S. unit can be obtained from the factory.
The common parts list below is provided for quick reference:

VATS-001B LD-2

Ttems

V.A.T.S. TAPE CARTRIDGE
- BLANK

V.A.T.S. TAPE CARTRIDGE
= TEST PUBLIC SERVICE ANNOUNCEMENTS

V.A.T.S. TAPE CARTRIDGE
- TEST ANNOUNCEMENTS FOR THE DEAF

THERMAL SELF DETONATION DEVICE REV. 4

AUTOMATION ENCOURAGEMENT HAMMER

Part no

001B-TCO001

001B-TC0002

001B=TC0003

001B-TSDD01.4

00-AEH-0001



NOTES

2/37/80  monthly mant a< schedules

2,/95[80 _monfhly mant

4/20(80  monthly maint

S/07/80 gawe it the hammer

ik

S/?3/80  qave it the hammer agan

<780 gave it MORE hammer

S/P6/850 something is.. strange

VATS-001B LD-2



ALL YOURS WITH ANY CONTAINMENT APPI.Ih'NCE PURCHASE - GENUINE & OFFICIAL

V.A.T.S. OPERATOR TRUCKER HAT

INTERNATIONAL PRISON CONTROL SYSTEMS
YUCCA MOUNTAIN, NV

SEND COMPLETED FORM BY ELECTRONIC MAIL TO:
HATOFFER@IPCSCORP.COM

YES! | WANT ONE! Rush my V.A.T.S. TRUCKER HAT to me by return mail.
I enclose $0.00 plus $0.00 postage & handling charges as this offer is
ABSOLUTELY FREE.* If not satisfied | can return for a full refund of
COMPLETELY NOTHING.

NAME == ey e e
ADDRESS :
GITESTATEZIR oo ®or b ot o




TECHNICAL WARRANTY

IPCS WARRANTSEACHINSTRUMENTMANUFACTURED ANDSOLDBY AUTHORIZED
AGENTS.EACHDEVICE SHALLBE FREEFROMDEFECTS INMATERIAL AND WORKMAN-
SHIP.PRODUCTS WILLPERFORMWITHIN SPECIFICATIONSFORAPERIODOF NOLESS
THANFIVE(5) YEARSBEFOREPARTSINTENTIONALLY DESIGNEDTOFAILEARLY WILL
SELF-TERMINATE.IPCSISOBLIGATEDUNDER THISWARRANTY, ANDLIMITEDTO,
CHARGINGACONSULTATIONFEEOFNOLESS THAN$25,000USDFORINSPECTION
ANDDIAGNOSIS OF PRODUCTS FOUND SERVICEABLEBEYOND THEFIVE (5) YEAR
PRODUCTLIFE WINDOW.

IPCSRESERVES THERIGHTS TODISCONTINUEINSTRUMENTS WITHOUTNOTICE AND
TOMAKEMODIFICATIONSINDESIGN AT ANY TIMEINCLUDING, BUTNOTLIMITEDTO
E’EH[?E%III]]IEITUN ATION,DESTRUCTIONAND TERMINATIONBY INCENDIARY SELF DE-

INTERNATIONAL PRISON CONTROL SYSTEMS CORP. 3 %
PRINTED UNDER AUTHORIZATION OF IPCS CORP. ALL RIGHTS RESERVED. COPYRIGHT 1973-1974



